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flow rate of 0.02 liter per minute or
greater; or

(ii) An annual average concentration
of organic HAP listed on Table 5 of this
subpart of at least 10,000 parts per mil-
lion by weight at any flow rate; and

(2) Is discarded from an EPPU that is
part of an affected source. Wastewater
is process wastewater or maintenance
wastewater.

Wastewater stream means a stream
that contains wastewater as defined in
this section.

[62 FR 46925, Sept. 5, 1996, as amended at 64
FR 11542, Mar. 9, 1999; 65 FR 38044, June 19,
2000]

§ 63.483 Emission standards.
(a) Except as allowed under para-

graphs (b) through (d) of this section,
the owner or operator of an existing or
new affected source shall comply with
the provisions in:

(1) Section 63.484 for storage vessels;
(2) Section 63.485 for continuous

front-end process vents;
(3) Sections 63.486 through 63.492 for

batch front-end process vents;
(4) Sections 63.493 through 63.500 for

back-end process operations;
(5) Section 63.501 for wastewater;
(6) Section 63.502 for equipment

leaks;
(7) Section 63.504 for additional test

methods and procedures;
(8) Section 63.505 for monitoring lev-

els and excursions; and
(9) Section 63.506 for general report-

ing and recordkeeping requirements.
(b) When emissions of different kinds

(i.e., emissions from continuous front-
end process vents, batch front-end
process vents, aggregate batch vent
streams, storage vessels, process waste-
water, and/or in-process equipment
subject to § 63.149) are combined, and at
least one of the emission streams
would be classified as Group 1 in the
absence of combination with other
emission streams, the owner or oper-
ator of an affected source shall comply
with the requirements of either para-
graph (b)(1) or (b)(2) of this section, as
appropriate. For purposes of this para-
graph (b), owners or operators of af-
fected sources with combined emission
streams containing one or more batch
front-end process vents and containing
one or more continuous front-end proc-

ess vents may comply with either para-
graph (b)(1) or (b)(2) of this section, as
appropriate. For purposes of this para-
graph (b), owners or operators of af-
fected sources with combined emission
streams containing one or more batch
front-end process vents but not con-
taining one or more continuous process
vents shall comply with paragraph
(b)(3) of this section.

(1) Comply with the applicable re-
quirements of this subpart for each
kind of emission in the stream as speci-
fied in paragraphs (a)(1) through (a)(6)
of this section.

(2) Comply with the first set of re-
quirements, identified in paragraphs
(b)(2)(i) through (b)(2)(v) of this sec-
tion, which applies to any individual
emission stream that is included in the
combined stream, where either that
emission stream would be classified as
Group 1 in the absence of combination
with other emission streams, or the
owner or operator chooses to consider
that emission stream to be Group 1 for
purposes of this paragraph. Compliance
with the first applicable set of require-
ments identified in paragraphs (b)(2)(i)
through (b)(2)(v) of this section con-
stitutes compliance with all other re-
quirements in paragraphs (b)(2)(i)
through (b)(2)(v) of this section appli-
cable to other types of emissions in the
combined stream.

(i) The requirements of this subpart
for Group 1 continuous front-end proc-
ess vents, including applicable moni-
toring, recordkeeping, and reporting;

(ii) The requirements of § 63.119(e), as
specified in § 63.484, for control of emis-
sions from Group 1 storage vessels, in-
cluding applicable monitoring, record-
keeping, and reporting;

(iii) The requirements of § 63.139, as
specified in § 63.501, for control devices
used to control emissions from waste
management units, including applica-
ble monitoring, recordkeeping, and re-
porting;

(iv) The requirements of § 63.139, as
specified in § 63.501, for closed vent sys-
tems for control of emissions from in-
process equipment subject to § 63.149, as
specified in § 63.501, including applica-
ble monitoring, recordkeeping, and re-
porting; or
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(v) The requirements of this subpart
for aggregate batch vent streams, in-
cluding applicable monitoring, record-
keeping, and reporting.

(3) The owner or operator of an af-
fected source with combined emission
streams containing one or more batch
front-end process vents, but not con-
taining one or more continuous front-
end process vents, shall comply with
paragraphs (b)(3)(i) and (b)(3)(ii) of this
section.

(i) The owner or operator of the af-
fected source shall comply with § 63.486
for the batch front-end process vent
stream(s).

(ii) The owner or operator of the af-
fected source shall comply with either
paragraph (b)(1) or (b)(2) of this sec-
tion, as appropriate, for the remaining
emission streams.

(c) Instead of complying with
§§ 63.484, 63.485, 63.493, and 63.501, the
owner or operator of an existing af-
fected source may elect to control any
or all of the storage vessels, continuous
front-end process vents, batch front-
end process vents, aggregate batch
vent streams, back-end process emis-
sions, and wastewater streams and as-
sociated waste management units
within the affected source, to different
levels using an emissions averaging
compliance approach that uses the pro-
cedures specified in § 63.503. The restric-
tions concerning which emission points
may be included in an emissions aver-
age, including how many emission
points may be included, are specified in
§ 63.503(a)(1). An owner or operator
electing to use emissions averaging
shall still comply with the provisions
of §§ 63.484, 63.485, 63. 486, 63.493, and
63.501 for affected source emission
points not included in the emissions
average.

(d) A State may decide not to allow
the use of the emissions averaging
compliance approach specified in para-
graph (c) of this section.

[62 FR 46925, Sept. 5, 1996, as amended at 65
FR 38048, June 19, 2000]

§ 63.484 Storage vessel provisions.
(a) This section applies to each stor-

age vessel that is assigned to an af-
fected source, as determined by
§ 63.480(g). Except for those storage ves-
sels exempted by paragraph (b) of this

section, the owner or operator of af-
fected sources shall comply with the
requirements of §§ 63.119 through 63.123
and 63.148, with the differences noted in
paragraphs (c) through (s) of this sec-
tion, for the purposes of this subpart.

(b) Storage vessels described in para-
graphs (b)(1) through (b)(7) of this sec-
tion are exempt from the storage vessel
requirements of this section.

(1) Storage vessels containing sty-
rene-butadiene latex;

(2) Storage vessels containing latex
products other than styrene-butadiene
latex, located downstream of the strip-
ping operations;

(3) Storage vessels containing high
conversion latex products;

(4) Storage vessels located down-
stream of the stripping operations at
affected sources subject to the back-
end residual organic HAP limitation
located in § 63.494, that are complying
through the use of stripping tech-
nology, as specified in § 63.495;

(5) Storage vessels containing sty-
rene;

(6) Storage vessels containing acryl-
amide; and

(7) Storage vessels containing
epichlorohydrin.

(c) When the term ‘‘storage vessel’’ is
used in §§ 63.119 through 63.123, the defi-
nition of this term in § 63.482 shall
apply for the purposes of this subpart.

(d) When the term ‘‘Group 1 storage
vessel’’ is used in §§ 63.119 through
63.123, the definition of this term in
§ 63.482 shall apply for the purposes of
this subpart.

(e) When the term ‘‘Group 2 storage
vessel’’ is used in §§ 63.119 through
63.123, the definition of this term in
§ 63.482 shall apply for the purposes of
this subpart.

(f) When the emissions averaging pro-
visions of § 63.150 are referred to in
§ 63.119 and § 63.123, the emissions aver-
aging provisions contained in § 63.503
shall apply for the purposes of this sub-
part.

(g) When December 31, 1992 is referred
to in § 63.119, June 12, 1995 shall apply
instead, for the purposes of this sub-
part.

(h) When April 22, 1994 is referred to
in § 63.119, June 19, 2000 shall apply in-
stead, for the purposes of this subpart.
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